
SUPERAUTOMATIC 
LEVER - NO LEVER 
TYRE CHANGER

0,62

Crossage
Evo Plus

For top professional tyre specialists, 
servicing run flat and UHP tyres, with no tool/
rim contact.

FUNCTIONS

Double arm/disk air operated bead breaker system.

Bead breaker disks are slightly but purposely misaligned
with the rim center for a better and faster penetration
and immediate bead loosening, Center Driven Concept
(GIULIANO patent).

Reinforced Chassis and Tower.

Operated by pedal and control console.

Patented SMART LOCK ultra-quick wheel clamping 
system, through cone and shaft  with Smart Lock nut.
Equipped with QX PLUS mount/demount system, 
Giuliano Patent, with combined option through patented 
Lever - No Lever device.

Double rotation speed by pedal (motoinverter).

Tyre inflation by pedal (standard).

Equipped with BP1 Plus bead pressing arm (standard), 
complete with self-storage function, GIULIANO patent.

Suitable for Wheel Lifter (optional).

Suitable for Tubeless tyre bead seating system (optional).

“Easy Access“ extractable pedal box for quick service.

DIMENSIONS

STANDARD FEATURES 

Rim clamping range 12” - 34”

Max. tyre diameter 1200 mm (47”)

Max. tyre width 406 mm (16”) *

Bead breaker cylinder force at 10 Bar 12037 N

Operating pressure 8-10 bar 
(116 - 145 Psi)

Power supply 220V - 1ph

Motor power 0,75 kW 
2 speed

Rotation speed 7 -16 rpm

Pre-set tyre inflating pressure 3,5 bar (50 Psi)

Net weight 395 kg
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STANDARD ACCESSORIES 

* For reverse mounted wheels, variable according to rim features
 

* Version available upon request
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PLUS 2 SECONDS

Our QX Plus, a unique and 
patented Giuliano system, 
makes Crossage Evo Plus the 
only machine available on the 
market, which can work in an 
extremely professional way, 

either with or without a bead lifting lever. By 
means of a control switch, the “No Lever” 
mode can be turned into a “Lever” one, 
allowing the operator to feel confident and 
safe, with no risk at all to damage the bead.

CROSSAGE EVO PLUS

Lifter
A very practical wheel lifter 
reduces  effort and increases 
productivity  (optional, upon 
request).

Match-Mounting

Two disks for safe and fast bead breaking, perfect also for match-mounting 
and “seating” of the bead in its position. No issue with all tyres, from soft to 
run-flat.

SPECIAL FUNCTIONS

Faster than the fastest 
pneumatic clamping !!

Motoinverter

Faster, more accurate and reliable 
drive for your tyre changer.

The squared horizontal arm is equipped with Quadra Lock com-
bined rear and front locking mechanism. This system removes 
every possible flexion or slack during operations with UHP and 
Run Flat tyres, thus 
granting the same 
performance level 
over time, and ma-
king the  tyre chan-
ger more reliable 
than ever before.

The bead breaker assembly has been conceived according to a new 
constructive concept to avoid any bending risk, as every single part is 
connected to a leverage system that completely eliminates any need 
for further adjustments,   increasing at the same time  the reliability 
of the entire  bead breaking assembly. Three bead breaking positions 
allow  to handle wheels from 12” to 34” (12”-30” / 14”-32” / 16”-34”). The 
upper disk can be moved automatically back to rest position by a control 
lever, thus avoiding repositioning of 
the disk at stroke end, and enabling  
the operator to work with confidence. 

QUADRA LOCK 
Combined Locking Mechanism

BP1 PLUS

BP1 Plus pneumatic bead pressing arm 
(GIULIANO patent) lifts up automatically 
at the end of the mounting procedure, 
and moves back in rest position, with 
no need for the operator to change his 
working position.

Bead breaker system

Spring Loaded Disk Support
It is possible to unlock the disk support and enable a spring loaded 
movement, changing the angle of the disk, increasing its penetration 
inside the rim. Particularly effective with soft tyres.

A new air control box has been mounted on the upper left side of the 
vertical post, containing the filter-lubricator unit.  This ergonomic 
position allows the operator to check the oil level in a simple 
and fast way, protecting at the same time the unit from any risk 
of damage, which would occur if placed in the lower rear 
side of the chassis. Also, inflation hose is located inside 
the control box, wound on a pulley with return spring.

Air Control Box

Vertical post with built-in air tank 
designed in conformity with state-of-
the-art regulations, provides tubeless 
tyre inflation (optional) and bead seating, 
eliminating the need for a separate air tank.

Air tank vertical post 

... Just 2 seconds ...

The position of BP1 Plus can be 
adjusted in height by acting on its 

hand knob.

LEVER NO LEVER

patented

CENTER DRIVEN CONCEPT

The arc movement of the bead breaker disks allows the disks to work 
purposely in misaligned position with the center hole of the rim, thereby 
ensuring a better and faster penetration of the disks towards the center 
of the rim during the normal clockwise rotation. 

The misalignment of the 
disk generates a torque, 
which allows the comple-
te and immediate bead 
loosening, so reducing 
the bead breaking time 
at a single turn.
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Smart Lock (Giuliano patent) is basically the fastest wheel 
clamping system in the world ! Just slide the Smart Lock 
shaft into the wheel’s center hole and into the clamping 
chuck and lift the knob. Less than 2 seconds to have a 
perfect rim clamping. Fast and reliable, the “expanding 
nut” can be easily calibrated.


